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FUJITSU SEMICONDUCTOR
DATA SHEET

QUAD FLAT L-LEADED PACKAGE
196 PIN CERAMIC

196-pin ceramic QFP Lead pitch 0.65 mm

Lead shape Gullwing

Sealing method Cerdip

Length of flat 
portion of pins

0.80 mm

Base ceramic 
material

Alumina

196-pin ceramic QFP
(FPT-196C-C01)

(FPT-196C-C01)

C 1995  FUJITSU  LIMITED  F196002SC-3-3

37.05(1.459)
REF

INDEX AREA

M0.13(.005)
0.30±0.10

(.012±.004)
0.65(.0256)

TYP

25.35(.998)
REF

1.80±0.20
(.071±.008)

0.15±0.05
(.006±.002)

3.80(.150)
MAX

0.05(.002)MIN
(STAND OFF)

32.00±0.30
(1.260±.012)

30.40±0.25
(1.197±.010)

0.80±0.20
(.315±.008)

42.40±0.25
(1.669±.010)
44.00±0.30

(1.732±.012)

Details of "A" part

1.575 –.012
+.023

–0.30
+0.60

40.00

1.102 –.012
+.023

–0.30
+0.60

28.00

"A"

0.10(.004)

0°~10°

(Mounting height)

Dimensions in mm (inches).
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